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How the Air Curtain is mounted depends on your doorway opening and
what equipment or obstructions are in the way. If none of the methods
shown below suit your application, please call us at 1-866-864-5265. 
Our engineers will provide solutions to your mounting problems. 
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IMPORTANT: We recommend  that any mounting should be performed by a professional or certified contractor 
to assure the unit is tightly secured and complies with all safety codes 

If your doorway opening is wider than the
desired model allows, two units can be mounted
side-by-side to create a protective wall of air.
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LDC offers the largest selection of 
Save-T Air Curtains in the industry. Air
Curtains can satisfy nearly every application
requirement. The chart below shows 
maximum doorway heights and widths 
for each of our units.
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S-AP

S-XHD

EXTRA HEAVY DUTY SERIES

HEAVY DUTY SERIES

AIR-PRO SERIES

IN-CEILING MOUNT SERIES

LIGHT INDUSTRIAL SERIES

MEDIUM INDUSTRIAL SERIES

INSECT BACK DOOR SERIES
COMMERCIAL

FRONT DOOR SERIES

LOW PROFILE
COMMERCIAL SERIES
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S-MI
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S-IBD S-CFD S-ICM

Matching Your Doorway Opening
with a Save-T Air Curtain

Revolutionary
Air Curtain with
AERODYNAMIC

Compression Chamber
Generating

“COANDA EFFECT”
Air Movement
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